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Village Center Revitalization Stormwater BMP Site Plan

Marine on St. Croix PROPOSED SOIL BORING January 2020
(6' DEEP UNLESS NOTED OTHERWISE)
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DESIGN DESIGNATION JUDD STREET
STA. 0+00 TO STA. 11+69.46

FUNCTIONAL CLASSIFICATION

MINOR COLLECTOR
30

R-VALUE
IN-18 71,000
No. & WIDTH OF TRAFFIC LANES 2&12FT
No. & WIDTH OF PARKING LANES 2&17-20 FT
ADT (PRESENT YEAR) 2020 550
ADT (FUTURE YEAR) 2040 730
HCADT (FUTURE YEAR) 2040 3.85%
DESIGN SPEED 30 MPH
DESIGN LOAD 107N
DESIGN DESIGNATION MAPLE STREET

STA. 0+32.78 TO STA. 4+14.45

FUNCTIONAL CLASSIFICATION MINOR COLLECTOR
30

R-VALUE

IN-18 71,000
No. & WIDTH OF TRAFFIC LANES 2&15FT
No. & WIDTH OF PARKING LANES N/A
ADT (PRESENT YEAR) 2020 550
ADT (FUTURE YEAR) 2040 730
HCADT (FUTURE YEAR) 2040 3.85%
DESIGN SPEED 30 MPH
DESIGN LOAD 107N

DESIGN DESIGNATION LINDEN STREET

STA. 0+39.09 TO STA. 1+81.51

FUNCTIONAL CLASSIFICATION LOCAL STREET
R-VALUE 30
IN-18 71,000
No. & WIDTH OF TRAFFIC LANES 2&11FT
No. & WIDTH OF PARKING LANES 1&8FT
ADT (PRESENT YEAR) 2020 550
ADT (FUTURE YEAR) 2040 730
HCADT (FUTURE YEAR) 2040 3.85%
DESIGN SPEED 30 MPH

107N

DESIGN LOAD

DESIGN DESIGNATION PARKER STREET
STA. 0+34.50 TO STA. 4+79.67

FUNCTIONAL CLASSIFICATION

PARKING LOT
30

R-VALUE
IN-18 71,000
No. & WIDTH OF TRAFFIC LANES 2&12FT
No. & WIDTH OF PARKING LANES 2&20FT
ADT (PRESENT YEAR) 2020 550
ADT (FUTURE YEAR) 2040 730
HCADT (FUTURE YEAR) 2040 3.85%
DESIGN SPEED 30 MPH
107N

DESIGN LOAD

DESIGN SPEED FOR ROADWAY BASED ON
STOPPING SIGHT DISTANCE:

HEIGHT OF EYE=3.5FT

HEIGHT OF OBJECT=2.0 FT

DESIGN SPEED NOT ACHIEVED AT:
(SEE DESIGN MEMO FOR DETAILS)
(1) JUDD STREET
STA. 6+13 TO 6488, 25 MPH VERTICAL CURVE
STA. 7+09 TO 7+84, 25 MPH VERTICAL CURVE
(2) MAPLE STREET
STA. 0+40 TO 2485, 20 MPH VERTICAL CURVES
STA. 2495 TO 3495, 15 MPH VERTICAL CURVE

TYPICAL PLAN SCALE
UNLESS OTHERWISE NOTED:

0 25 50
Horizontal Scale In Feet

0 5 10
Vertical Scale In Feet

PROJECT LOCATION

(1)

MINNESOTA DEPARTMENT OF TRANSPORTATION
CITY OF MARINE ON ST. CROIX
WASHINGTON COUNTY, MINNESOTA

VILLAGE CENTER REVITALIZATION (LRIP)

CONSTRUCTION PLAN FOR:

LANDSCAPING AND RELATED APPURTENANCES

GRADING, AGGREGATE BASE, PLANT MIXED BITUMINOUS PAVEMENT, CONCRETE SIDEWALK, CONCRETE CURB AND GUTTER, STORM SEWER,

SAP 082-592-001 LOCATED ON JUDD STREET FROM  OAKSTREET TO  790' SOUTH OF MAPLE STREET
MAPLE STREET FROM  STATE HIGHWAY 95 TO  THIRD STREET
LINDEN STREET FROM  JUDD STREET TO  THIRD STREET
PARKER STREET FROM  STATE HIGHWAY 95 TO  JUDD STREET
JUDD STREET MAPLE STREET
GROSS LENGTH 1169.46  FEET 0.221 mMILES GROSS LENGTH 381.67 FEET 0.072  ILES
BRIDGE LENGTH O FEET O MILES BRIDGE LENGTH O FEET O MILES
EXCEPTION LENGTH O FEET 0 MILES EXCEPTION LENGTH O FEET 0 MILES
NET LENGTH 1169.46 FEET 0.221 miLeS NET LENGTH 381.67 FEET 0.072 iLes
LENGTH AND DESCRIPTION BASED UPON PROPOSED CENTERLINE LENGTH AND DESCRIPTION BASED UPON PROPOSED CENTERLINE AGREEMENT NO. 1044286
SHGHMENT ALIGNMENT CITY OF MARINE ON ST. CROIX
LINDEN STREET PARKER STREET Egg‘:f%riggﬂo"l 8210
GROSS LENGTH 142.42 fFEeT 0.027  MILES GROSS LENGTH 44517 FEET 0.084 ILES METRO DISTRICT
BRIDGE LENGTH 0 FEET 0 MILES BRIDGE LENGTH 0 FEET O MILES
EXCEPTION LENGTH 0 FEET 0_ MILES EXCEPTION LENGTH 0 FEET 0 MILES
NET LENGTH 14242 FeeT 0.027 mMILES NET LENGTH 445.17 FEET 0.084 MILES

LENGTH AND DESCRIPTION BASED UPON PROPOSED CENTERLINE

ALIGNMENT

A\

LENGTH AND DESCRIPTION BASED UPON PROPOSED CENTERLINE

ALIGNMENT

END PROJECT: SAP 082-592-001

MAPLE STREET STA. 4+14.45

T32 R20536|T32 R19 531
T31R20501|T31 R19 506

BEGIN PROJECT: SAP 082-592-001

MAPLE STREET STA. 0+32.78

BEGIN PROJECT: SAP 082-592-001

PARKER STREET STA. 0+34.50

LT0 Rl

—
Wisconsiy

BEGIN PROJECT: SAP 082-592-001
LINDEN STREET STA. 0+39.09

END PROJECT: SAP 082-592-001
LINDEN STREET STA. 1+81.51

END PROJECT: SAP 082-592-001
JUDD STREET STA. 11+69.46

BEGIN PROJECT: SAP 082-592-001

--- GOVERNING SPECIFICATIONS ---

THE 2018 EDITION OF THE MINNESOTA DEPARTMENT OF TRANSPORTATION "STANDARD SPECIFICATIONS FOR

CONSTRUCTION" SHALL GOVERN.

ALL TRAFFIC CONTROL DEVICES AND SIGNING SHALL CONFORM AND BE INSTALLED IN ACCORDANCE WITH THE
"MINNESOTA MANUAL ON UNIFORM TRAFFIC CONTROL DEVICES" (MN MUTCD) AND PART VI, "FIELD MANUAL"

FOR TEMPORARY TRAFFIC CONTROL DEVICES.

SHEET NUMBER

SHEET TITLE

1

2
3-4

5

6

7
8-11
12-16
17-18
19-23
24-26
27-31
32-33
34-40
41-42
43-46
47-48
49 - 50
51-52
53-54
55-59
60-65
66-69
70-76
77 -89

TITLE SHEET

LEGEND

STATEMENT OF ESTIMATED QUANTITIES
STORM SEWER SCHEDULE AND EARTHWORK SUMMARY
LOCATION PLAN

CONSTRUCTION STAGING PLAN

REMOVAL PLAN

TYPICAL SECTIONS

ALIGNMENT PLAN

EROSION AND SEDIMENT CONTROL PLAN
STORM WATER POLLUTION PREVENTION PLAN

STORM WATER BMP GRADING AND DRAINAGE PLAN / DETAILS

STORM SEWER AND UTILITY IMPROVEMENTS PLAN
ARCH CULVERT REPAIR PLAN / STRUCTURAL DETAILS
SANITARY SEWER LIFT STATION MODIFICATIONS
STREET IMPROVEMENTS PLAN

SUPERELEVATION PLAN

INTERSECTION DETAILS

TRAFFIC CONTROL PLAN

SIGNING AND STRIPING PLAN

STANDARD DETAILS

STANDARD PLANS - PEDESTRIAN CURB RAMP DETAILS
STANDARD PLANS - DRIVEWAY AND SIDEWALK DETAILS

STANDARD PLANS - SIGN PLACEMENT / SQUARE TUBE SIGN DETAILS

CROSS SECTIONS
THIS PLAN SET CONTAINS 89 SHEETS.

. —

JEREMY G. HATISER, P.E.

DESIGN ENGINEER: | HEREBY CERTIFY THAT THIS PLAN WAS PREPARED BY ME OR UNDER MY DIRECT

SUPERVISION, AND THAT | AM A DULY LICENSED PROFESSIONAL ENGINEER UNDER THE LAWS OF THE STATE

OF MINNESOTA.

Date 07/09/2020 License Number 46703

APPROVED: BATE
CITY ENGINEER, CITY OF MARINE ON ST. CROIX

APPROVED: DATE
WASHINGTON COUNTY ENGINEER

APPROVED: BirE

RECOMMENDED FOR APPROVAL:

DISTRICT TRANSPORTATION ENGINEER

DATI
DISTRICT WATER RESOURCES/HYDRAULICS ENGINEER

(©8olton & Menk, Inc. 2020, Al Rights Reserved
H:AMOSC\N13118101\CAD\CID\118101-GOOL.dh

1 R20 S01/T31 R19 S JUDD STREET STA. 0+00 DATE
END PROJECT:  SAP 082-592-001 T R20 S12[T; 507, DISTRICT STATE AID ENGINEER: REVIEWED FOR
PARKER STREET STA. 4179.67 VICINITY MAP COMPLIANCE WITH STATE AID RULES/POLICY

MARINE ON ST. CROIX [B{a

WASHINGTON G 0 1000 2000

METRO 2 HORZ. DATE

[ & SCALE FEET APPROVED FOR STATE AID FUNDING: STATE AID ENGINEER
== =T < =1

THE SUBSURFACE UTILITY INFORMATION IN THIS PLAN IS UTILITY er.\llALITV 2635 CGUNTY ROAD D EAST “Jon 76-20 CITY OF MARINE ON ST. CROIX, MINNESOTA SHEET
LEVEL D. THE UTILITY QUALITY LEVELS IN THIS PLAN WERE DETERMINED Bo LTO NI wriziioon mniesora ssies — [7 |
ACCORDING TO THE GUIDELINES OF CI/ASCE 38-02, ENTITLED "STANDARD J Phone: (651) 703-9970 o — VILLAGE CENTER REVITALIZATION
GUIDELINES FOR THE COLLECTION AND DEPICTION OF EXISTING & M E N K Email: 'C:x{j‘;:ﬁif?”mﬂ;‘;“;“;”““'" RIG TITLE SHEET OF
SUBSURFACE UTILITY.DATA. - - eI SAP 082-592-001 89
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SEQ NOTES:

A STATEMENT OF ESTIMATED QUANTITIES 1. FORALL DRAINAGE/STORMWATER WORK COMPLETED WITHIN
SAP 082-592-001 (LRIP) 2. fﬂ'éf’f&?’fﬂ;&is‘”ﬁ‘émm ETER AND GREATER AND ALL BRUSH
TOTAL 1UDD STREET MAPLE STREET LINDEN STREET PARKER STREET STORMWATER BMPS AND TREES LESS THAN 6" DIAMETER. CLEARING MUST BE
TTEMND; 1'NO; ULy U Qry PARTICIPATING NON- PARTICIPATING NON- PARTICIPATING NON- PARTICIPATING ON- NON- 3 ﬁ,‘;“(‘ﬁ;g‘g;ﬁwwfjl’,‘;‘,}JE‘f,”,?;}VSEQ';3{;’25,};;0)( 25' TALL
PARTICIPATING PARTICIPATING PARTICIPATING PARTICIPATING PARTICIPATING . .
STREET | STORM (ary) STREET | STORM (cITY) STREET | STORM (ciry) STREET | STORM (@ry) (CITY/WATERSHED) g- l;firflt\lcuimfﬁys(};)c?wn ON THE DRAWINGS.
1 2011.601 |AS-BUILT LUMP sUM 1 1 6. TO BE UTILIZED FOR RURAL SECTION SHOULDERING AND GRAVEL
2 2021.501 |MOBILIZATION LUMP SUM 1 0.39 0.15 0.01 0.09 0.03 0.01 0.04 0.01 0.1 0.17 DRIVEWAY RESTORATION.
3 2101501 | CLEARING AND GRUBBING LUMP SUM 1 1 7' Z‘;’;;’géﬂgg ICNU;L‘fCRETS/P'PES TOBE BULKHEADED AND
2 2108.502 |REMOVE METAL APRON ERCH 3 3 8. FORPLUGS/BULKHEADS FOR NEW PIPES AS SHOWN ON THE
5 2104.502 |REMOVE POST EACH 15 3 11 1 DRAWINGS.
3 2104.502 | REMOVE CASTING, INCLADJ RINGS EACH s 3 1 1 e E?§E§g33$‘gSGﬁE‘EEL’“G CITY INFRASTRUCTURE ONLY AS
il 2104.502. |REMOVE MANHOLE OR CATCH BASIN EACH 2 2 1 10. INCLUDES CASTING, CONCRETE ADJUSTMENT RINGS, AND FILTER
8 2104.502 |REMOVE CONCRETE SIGN FOUNDATION EACH 3 3 FABRIC (PER DETAIL STO-18).
5 2104502 |REMOVE SIGN TYPEC EACH 14 2 2 = 11. INCLUDES ALL STRUCTURAL AND ELECTRICAL MODIFICATIONS.
12. INCLUDES TEMPORARY DIVERSION OF MILL STREAM.
il 2104:502. [SAIVAGECASTING EACH 3 2 1 13. FOR PLACEMENT OF EXCAVATED BEDROCK FOR CHANNEL
11 2104.502 | SALVAGE SIGN TYPE C EACH 3 3 STABILIZATION AND STOCKPILING EXCESS EXCAVATED BEDROCK.
12 2104.503 | SAWING CONCRETE PAVEMENT (FULL DEPTH) LN FT 490 400 10 60 20 14. INCLUDES DRILL & GROUT EPOXY COATED REINFORCEMENT BARS
13 2104.503 | SAWING BITUMINOUS PAVEMENT (FULL DEPTH) LIN FT 690 300 185 80 100 25 15. ig%i%@aAB%&L?EELACEMEmAND PED RAMP ON TH 95.
14 2104.503 |REMOVE SEWER PIPE (STORM) LIN FT 140 30 110 16. HEIGHT VARIES.
= 2100:50% 1REMOVEICURR & GUTTER Sl = 0 ig: Toc Ilslé?JETSILCI?E,\IIJCFRS]I;EBEJ%EN'\JEZQE??E-SS DURING CONSTRUCTION AS
16 2104.503 |REMOVE STEEL FENCE LIN FT 5 5 DIRECTED BY ENGINEER.
17 2104.503 | SALVAGE STEEL FENCE LIN FT 28 28 19. INCLUDES NEW SQUARE TUBE POSTS AND SLIP BASE (FOR SIGNS)
18 2104.503 | SALVAGE MODULAR BLOCK RETAINING WALL LIN FT 80 80 OR THREE WALL BASE (FOR DELINEATORS).
19 2104.504 |REMOVE CONCRETE WALK sQyp 790 550 150 20 70 20: 's%'jll’;Es REW.SIGHS, POSTS, AND HARDWARE PER DETAIL.
20 2104.504 |REMOVE CONCRETE DRIVEWAY PAVEMENT sQ YD 100 50 10 40 21. TO BE UTILIZED AS SITE CONDITIONS DICTATE, AS DIRECTED BY
21 2104.504 |REMOVE BITUMINOUS DRIVEWAY PAVEMENT QYD 100 50 50 ENGINEER.
22 2104.504 |REMOVE BITUMINOUS PAVEMENT sQYD 10310 6700 1400 500 1700 10
23 2104.602 |REMOVE LANDSCAPING EACH 2 2
24 2104.602 | SALVAGE USPS MAIL DROPBOX AND CONCRETE PAD EACH 1 1
25 2105.507 | COMMON EXCAVATION (P) cu YD 3770 2318 - 622 218 612
26 2105.507 |ROCK EXCAVATION (EV) cuYD 160 50 50 30 20
27 2105.507 | SUBGRADE EXCAVATION (EV) cu YD 730 350 100 50 230
28 2105.607 | COMMON EXCAVATION (EV) - STORMWATER BMPS cuvp 1255 1255
29 2112.604 | SUBGRADE PREPARATION sQYD 11350 7000 1650 500 2100
30 2118.509 | AGGREGATE SURFACING CLASS 2 TON %0 50 30 10
31 2123.610 | STREET SWEEPER (WITH PICKUP BROOM AND OPERATOR) HOUR 50 25 10 5 10
32 2130523 | WATER (FOR DUST CONTROL) MGAL 80 40 20 10 10
33 2211.509 | AGGREGATE BASE CLASS 5 TON 6860 4100 960 350 1450
34 2231.604 |BITUMINOUS PATCH - DRIVEWAY (4" DEPTH) sQ YD 100 50 50
35 2357.506 | BITUMINOUS MATERIAL FOR TACK COAT GAL 690 400 100 40 150
36 2360.509 | TYPE SP 9.5 WEARING COURSE MIXTURE (3,C) TON 1180 725 170 60 225
37 2360.509 | TYPE SP 12.5 WEARING COURSE MIXTURE (3,C) TON 1180 725 170 60 225
38 2451.603 |IMPROVED PIPE FOUNDATION LIN FT 150 100 50
39 2501502 |10" CS PIPE APRON EACH 1 1
40 2501.502 |12" Cs PIPE APRON EACH 1 1
a1 2501.502 |15" CS PIPE APRON EACH 3 2 1
a2 2501.502 |18" CS PIPE APRON EACH 4 4
43 2501.502 |30" Cs PIPE APRON EACH 1 1
44 2501.602 |FLAP GATE FOR 15" CP PIPE EACH 1 1
as 2501.602 |RUBBER CHECK VALVE FOR 15" CP PIPE EACH 1 1
46 2501.602 | RUBBER CHECK VALVE FOR 18" CP PIPE EACH 1 1
a7 2501.602 |PLUG & ABANDON PIPE CULVERT EACH 4 3 1
a8 2501.602 | BULKHEAD CULVERT EACH 5 1 4
49 2501.602 |12" RC PIPE APRON & TRASHGUARD EACH 1 1
50 2502.502 | 8" PRECAST CONCRETE HEADWALL EACH 2 2
51 2502.502 | 10" PRECAST CONCRETE HEADWALL EACH 1 1
52 2502.602 | CONNECT INTO EXISTING DRAINAGE STRUCTURE (CORE DRILL DT CONN.) EACH 9 5 4
53 2502.603 | 4" PERF PE DRAIN TILE LIN FT 390 240 150
54 2502.603 |6" PVC DRAIN TILE INCL. CLEAN OUT LN FT 54 54
55 2503.503 | 8" CP PIPE CULVERT LIN FT 59 59
56 2503.503 10" CP PIPE CULVERT LIN FT 20 20
57 2503.503 [12" CP PIPE CULVERT LIN FT o1 o1
58 2503.503 |15" CP PIPE CULVERT LIN FT %0 66 24
59 2503.503 |18" CP PIPE CULVERT LIN FT 63 63
60 2503.503 | 24" CP PIPE CULVERT UN FT 70 70
61 2503.503 30" CP PIPE CULVERT LN FT 19 19
62 2503.503 |12" RC PIPE SEWER, CLASS V LIN FT o1 51
63 2503.503 |15" PVC PIPE SEWER, C-900 DR-18 LIN FT 10 10
54 2503.503 | 15" RC PIPE SEWER, CLASS V LN FT a75 296 179
65 2503.503 | 21" RC PIPE SEWER, CLASS IV LN FT 3 3
T T A o ST EOUNTY FOKD 6 BAST I T = T CITY OF MARINE ON ST. CROIX, MINNESOTA sweer
FAOFESSIDNAL ENSINEER UNDE THE LAWS OF THE STATE GF K MESOTA. B o LTO N MAPLEWODD, MINNESOTA Seidh  [Pe 3
7 Phone: (651) 704-9970 - VILLAGE CENTER REVITALIZATION
- & M E N K Email: Maplewood@bolton-menk.com RIG STATEMENT OF ESTIMATED QUANTITIES OF
JEREMY GAHAUSER www.bolton-menk.com CUENT Faoi A,
s 46703 oxe 07/08/2020 113.118101 SAP 082-592-001 89
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SEQ NOTES:
A STATEMENT OF ESTIMATED QUANTITIES 1. FORALL DRAINAGE/STORMWATER WORK COMPLETED WITHIN
SAP 082-592-001 (LRIP) 2. INCLUDES 44 TREES 6 DIAMETER AND GREATER AND ALL BRUSH
TOTAL JUDD STREET MAPLE STREET LINDEN STREET PARKER STREET STORMWATER BMPS AND TREES LESS THAN 6" DIAMETER. CLEARING MUST BE
ITEMNO.| NOTES | 1D NO. ITem unNIT ary PARTICIPATING NON- PARTICIPATING NON- PARTICIPATING NON- PARTICIPATING NON- NON- S DL P N o S8TALL
PARTICIPATING PARTICIPATING PARTICIPATING PARTICIPATING PARTICIPATING
STREET | STORM (ciry) STREET | STORM (cITY) STREET | STORM [E1a%) STREET | STORM (cITY) (CITY/WATERSHED) ;’ ifg%&ﬁ[{nﬁgingN ON THE DRAWINGS.
66 2503.602 | CONNECT TO EXISTING STORM SEWER PIPE EACH 3 1 2 6. TO BE UTILIZED FOR RURAL SECTION SHOULDERING AND GRAVEL
67 B 2503.602 |INSPECTION HOLE EACH 4 1 1 1 1 DRIVEWAY RESTORATION.
& 5503 655 | TRENCH DRATR EACR S 3 7 ;t;r;;)ggﬁrgslﬁu;.l\_/:ggs/Plpss TO BE BULKHEADED AND
69 2503.603 | 10" HDPE PIPE SEWER (DIRECTIONAL DRILLED) LIN FT 83 83 8. FOR PLUGS/BULKHEADS FOR NEW PIPES AS SHOWN ON THE
70 2504.602 [INSTALL GATE VALVE & BOX EACH 1 1 DRAWINGS.
71 2506.502 | CONSTRUCT DRAINAGE STRUCTURE DESIGN SPECIAL (STO-5)- 4' DIA CBMH EACH 6 5 1 9. E?RREE.?E'SS;I?SGE&IES&NG CITY INFRASTRUCTURE ONLY AS
72 2506.502 | CONSTRUCT DRAINAGE STRUCTURE DESIGN SPECIAL (STO-3)- 4' DIA STMH EACH 2 1 1 10. INCLUDES CASTING, CONCRETE ADJUSTMENT RINGS, AND FILTER
73 2506.502 | CONSTRUCT DRAINAGE STRUCTURE DESIGN SPECIAL (STO-9)- 2' x 3' CB EACH 5 3 2 FABRIC (PER DETAIL STO-18).
74 2506.502 | CONSTRUCT DRAINAGE STRUCTURE DESIGN SPECIAL (STO-10)- 27" BEEHIVE EACH 1 1 i; :L‘gtﬂggg ?éknsl’Tg:AC"fym.E/:{;%;LEK;TQXIE/D;TI\:IR(EJE’{;ICATIOI\ISA
75 2506.502_| CONSTRUCT DRAINAGE STRUCTURE DESIGN SPECIAL - TURRET EACH 1 1 13. FOR PLACEMENT OF EXCAVATED BEDROCK FOR CHANNEL
76 2506.502 | CONSTRUCT DRAINAGE STRUCTURE DES 48-4020 EACH 2 2 STABILIZATION AND STOCKPILING EXCESS EXCAVATED BEDROCK.
77 2506.502 | CONSTRUCT DRAINAGE STRUCTURE DESIGN SPECIAL - 4' DIA OCS EACH 1 1 14, L"‘E%L;JT[;ESD[/’\R;EL}}LEJ‘SOUT EPOXY COATED REINFORCEMENT BARS
78 2506.502 | CONSTRUCT DRAINAGE STRUCTURE DESIGN SPECIAL - 4' x 4' BOX EACH 2 2 15. FOR CATCH BASIN REPLACEMENT AND PED RAMP ON TH 95.
79 10 2506.502 | CASTING ASSEMBLY (STORM) EACH 19 10 a 5 16. HEIGHT VARIES.
80 10 2506.502 | CASTING ASSEMBLY (SANITARY) EACH 1 1 17. INCLUDES CONCRETE FOUNDATION.
18. TO BE UTILIZED FOR BUSINESS ACCESS DURING CONSTRUCTION AS
81 2506.502 |INSTALL CASTING EACH 3 2 1 DIRECTED BY ENGINEER,
82 11 2506.601 | SANITARY LIFT STATION MODIFICATIONS LUMP SUM 1 1 19. INCLUDES NEW SQUARE TUBE POSTS AND SLIP BASE (FOR SIGNS)
83 12 2506.601 | ARCH CULVERT REHABILITATION LUMP SUM 1 1 OR THREE WALL BASE (FOR DELINEATORS).
84 2506.602 | PERMANENT INLET FILTER DEVICE EACH 6 6 24 L’f’&f;ss HEWSIGH, EOSTS; AND HARDWARE RER DETAIL
85 2511.504 | GEOTEXTILE FILTER, TYPE 4 sQ YD 50 . 50 21. TO BE UTILIZED AS SITE CONDITIONS DICTATE, AS DIRECTED BY
86 2511.507 |RANDOM RIPRAP CLASS Il cU YD 32 32 ENGINEER.
87 13 2511.607 |INSTALL BEDROCK STABILIZATION cu YD 10 10
88 2521.518 |6" CONCRETE WALK SQFT 8800 6400 1050 650 700
89 14 2521.618 |6" CONCRETE WALK FOR PEDESTRIAN CURB RAMPS SQFT 2070 1700 170 100 100
50 2531.503 | CONCRETE CURB & GUTTER DESIGN SPECIAL (SURMOUNTABLE) LIN FT 1170 700 250 220
91 2531.503 | CONCRETE CURB & GUTTER DESIGN B418 LIN FT 250 200 50
92 2531.503 | CONCRETE CURB & GUTTER DESIGN B618 LN FT 1880 500 300 200 480
93 15 2531503 | CONCRETE CURB & GUTTER DESIGN B624 LIN FT 64 48 16
94 16 2531.503 | CONCRETE CURB DESIGN V LIN FT 100 a0 60
95 2531.602 | CONCRETE STAIRS EACH 1 1
96 2531.602 |MODIFY CONCRETE STAIRS OR WALK EACH 3 2 1
97 2531.618 | TRUNCATED DOMES SQFT 292 250 16 14 12
o8 2531.618 | 7" CONCRETE VALLEY GUTTER - HIGH EARLY SQFT 320 320
99 2531.618 | 8" CONCRETE DRIVEWAY PAVEMENT - HIGH EARLY SQFT 2070 1980 90
100 2533.503 |PORTABLE PRECAST CONC BARRIER DES 8337 LIN FT 100 100 A
101 2540.602 |INSTALL USPS MAIL DROPBOX AND CONCRETE PAD EACH 1 1
102 2540.603 |INSTALL MODULAR BLOCK RETAINING WALL LIN FT. 80 80
103 2540.618 | STONE RETAINING WALL SQFT 80 80
104 2557.602 | STEEL FENCE GATE EACH 2 2
105 17 2557.603 | STEEL FENCE LIN FT 4as a5
106 2557.603 |INSTALL STEEL FENCE LIN FT 28 . 28
107 2563.601 | TRAFFIC CONTROL LUMP SUM 1 0.39 0.15 0.01 0.09 0.03 0.01 0.04 0.01 0.10 017
108 2563.602 | TEMPORARY IMPACT ATTENUATOR ASSEMBLY 2 EACH 2 2
109 18 2563.618 | CONSTRUCTION SIGN-SPECIAL SQFT 100 40 30 10 10 10
110 19 2564.502 |INSTALL SIGN TYPE C EACH 3 3
111 20 2564.518 | SIGN PANELS TYPE C B SQFT 37 7 16 14
112 2573.501 | STABILIZED CONSTRUCTION EXIT LUMP SUM 1 1
113 2573.502 | STORM DRAIN INLET PROTECTION EACH 18 12 3 1 2
114 21 2573.503 | SILT FENCE; TYPE MS LIN FT 1675 600 50 300 725
115 21 2573.503 | SEDIMENT CONTROL LOG TYPE WOOD FIBER LIN FT 700 110 50 50 110 380
116 2574507 | COMMON TOPSOIL BORROW (LV) cu YD 380 150 100 30 100
117 2575.604 | TEMPORARY HYDRAULIC MULCH MATRIX sQYD 4300 500 250 150 300 3100
118 2575.604 | SEEDING, INCL SEED MIX 25-151, FERTILIZER, HYDRAULIC MULCH MATRIX 5QYD 1200 500 250 150 300
119 2575.604 | SEEDING, INCL SEED MIX 25-151, FERTILIZER, TRM CATEGORY 2 5QYD 150 150
120 2575.604 | SEEDING, INCL SEED MIX 22-111, FERTILIZER, HYDRAULIC BONDED FIBER MATRIX QYD 502 502
121 2575.604 | SEEDING, INCL SEED MIX 25-131, FERTILIZER, HYDRAULIC BONDED FIBER MATRIX 5QYD 431 431
122 2575.604 | SEEDING, INCL SEED MIX 35-241, FERTILIZER, HYDRAULIC BONDED FIBER MATRIX sQYD 1371 1371
123 2575.604 | SODDING TYPE LAWN sQ YD 150 50 20 20 60
124 2582.503 | 4" SOLID LINE PAINT LIN FT 4680 3500 100 50 1030
125 2582.503 |4" DBLE SOLID LINE PAINT LIN FT 1620 1000 400 150 70
126 2582.518 | CROSSWALK PAINT SQFT 580 430 150
127 2582.602 | PAVT MSSG PAINT (HANDICAP SYMBOL) EACH 5 4 1
EOME ON UNOER MY Drster S0rE ‘52%’“«‘2“%%:{;}5‘1@“&:5,}:&“ 2035 COUNTY ROAD D EAST = CITY OF MARINE ON ST. CROIX, MINNESOTA SHEET
B o LTO N e et o Dbaa, VILLAGE CENTER REVITALZATION 4
& M E N K Emal: Maplevood @bolton-menk.com STATEMENT OF ESTIMATED QUANTITIES OF
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REMOVALS PLAN SHEET NUMBER

STORM SEWER & UTILITY IMPROVEMENTS
PLAN SHEET NUMBER

I
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CSAH 4 / BROADWAY ST oo L // L o=~
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STREET IMPROVEMENTS PLAN SHEET NUMBER

END SAP 082-592-001

\gxaeﬁ “0 LINDEN ST STA. 1+81.51

— /( END SAP 082-592-001

MAPLE ST STA. 4+14.45

I
T [ % \\ l /,/
_ ,\/

AP 082-592-00T,

. \ —=~" " BEGIN 4

. LINDEN STSTA. 0+39.09 . \

~ = N\ | \\ \ \
\

GENERAL NOTES:

1. THIS PROJECT IS LOCATED IN A HISTORIC DISTRICT.

2. CONTRACTOR IS REQUIRED TO LIMIT VIBRATIONS
THROUGHOUT CONSTRUCTION AND PROVIDE A

! S Z i 5 BEGIN SAP 082-592-001 PLAN PRIOR TO THE PRECONSTRUCTION MEETING
P s N or X * 3 OUTLINING METHODS TO BE UTILIZED.

[ ==\ \:€/’ s N\ % MARINE MILL PARKER STSTA. 0+34.50 3. THE MARINE MILL HISTORIC SITE IS LOCATED

- HISTORIC SITE ADJACENT TO THE PROJECT. NO WORK OUTSIDE OF
THE CONSTRUCTION LIMITS IS ALLOWED. NO
STOCKPILING/STAGING OF MATERIALS OR
EQUIPMENT IS ALLOWED ON THIS PROPERTY.

4. HAUL ROUTES: NO CONSTRUCTION TRAFFIC WILL BE
ALLOWED SOUTH OF THE PROJECT LIMITS ON JUDD
STREET.

5. STONE CULVERT PROTECTION: MINIMIZE
CONSTRUCTION TRAFFIC OVER THIS CULVERT
DURING PATCHING AND OVERLAY OPERATIONS.

—~

ROSABELL ST - \ \‘LT/‘
~7 BEGIN SAP 082-5921001 N

- - - B i
b’ ‘] Y\ MAPLE STSTA. 0+32.78 B
_______ | 5 L |
I

&

4 \ /)
________ . END SAP 082-592-001 } H ;
\ )
1 PARfEESliT.ALA?Q'W / /ﬂg PROTECT STONE CULVERT
s I (SEE GENERAL NOTES)
i
! 1;
! ! 1y
! /\ i1

BEGIN SAP 082-592-001
JUDD ST STA. 0+00

) //\:\\\ ] / 7
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NOTES:
1. ALLWORK EXCEPT FOR WEAR COURSE PAVING AND FINAL STRIPING
MUST BE COMPLETED FOR STAGE 1 PRIOR TO BEGINNING ANY STAGE 2 WORK.
2. A MINIMUM OF ONE 11' LANE OF TRAFFIC MUST BE MAINTAINED AT ALL TIMES /\
WITH THE USE OF APPROPRIATE FLAGGERS. 4
3. ALLTRAFFIC AND PARKING LANES MUST BE MAINTAINED AT THE END OF THE ® 3
'WORK DAY AND ON WEEKENDS. ~
4. TREE CLEARING MUST BE COMPLETED BETWEEN AUGUST 15 AND JUNE 1.
|
]
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/
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@ L'

f 80' ROW { F 80' ROW |

Fer————— 21.57'1-23.34'

2', , | ] : 2' 10-11.67' 11.67'
HLD THRU LANE THRU LANE HLI = HLD) THRU LANE THRU LANE
PROFILE PROFILE
GRADE

xt““? ;

4" TOPSOILAND

HYDRO SEED (TYP.) 4" AGGREGATE SHOULDERING CLASS 2

EX AGGREGATE SHOULDERING
(TYP.)

2" TYPE SP 9.5 WEARING COURSE MIXTURE (3,C) (SPWEA340C)
NOTE: ‘————— BITUMINOUS TACK COAT

STA. 0+00 TO 1407: .
PATCH BITUMINOUS PAVEMENT 2" TYPE SP 12.5 WEARING COURSE MIXTURE (3,C) (SPWEB330C)

APPROX. 3" EXISTING BITUMINOUS PAVEMENT

EXISTING AGGREGATE BASE AS DIRECTED BY ENGINEER (SPWEB330C) 8" AGGREGATE BASE CLASS 5
EXISTING SUBGRADE AND 2" OVERLAY (SPWEA340C) L EXISTING SUBGRADE
JUDD STREET JUDD STREET
EXISTING TYPICAL SECTION PROPOSED TYPICAL SECTION
(STA. 0+00 - 2+16) (STA. 1+07 - 2+16)
G 'S
£0' ROW | 80' ROW
) ROW VARIES ROW VARIES
37.5-39' 41-42.5'
BUILDING
FACE | 47.34'
VARIES 50-62' 367" ,
- VARIES 21-41" EX BIT/CONC , 6 _ 1| sHo_, 12' 12’ ; 19.67' e
BIT/CONC vy ) 12 12! ) VARIES 9-21' a DWY DWY THRU LANE THRU LANE PARKING LANE a oo
DWY BT OV THRU LANE THRU LANE PARKING LANE
PROFILE PROFILE
GRADE \ VARIES yax
o LORE !

) _STA 241570 3+54

SURMOUNTABLE () _STA 3454 TO 4415

CONCRETE CURB
AND GUTTER (TYP.)

2" TYPE SP 9.5 WEARING COURSE MIXTURE (3,C) (SPWEA340C)
BITUMINOUS TACK COAT

2-6.5" EXISTING BITUMINOUS PAVEMENT (AVG 4.5") —————— 2" TYPE SP 12.5 WEARING COURSE MIXTURE (3,C) (SPWEB330C)
EXISTING AGGREGATE BASE 8" \TE BASE CLASS 5
EXISTING SUBGRADE ————————————— EXISTING SUBGRADE
3
pd JUDD STREET JUDD STREET
3 EXISTING TYPICAL SECTION PROPOSED TYPICAL SECTION
5 (STA. 2+16 - 4+43) (STA. 2+16 - 4+43)
g
3
g
g
2
g
g
3|
g B b e BOLTON 2035 COUNTY ROAD D EAST “in [T 8D | 790 CITY OF MARINE ON ST. CROIX, MINNESOTA sheer
g e ey o s o e S (@) O WA EOO, WIS St [ VILAGE CENTER FEVITALIZATION T
2 % Phone: (651) 704-9970 =1
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BUILDING |

PROFILE

2-6.5" EXISTING BITUMINOUS PAVEMENT (AVG 4.5")
EXISTING AGGREGATE BASE
EXISTING SUBGRADE

JUDD STREET
EXISTING TYPICAL SECTION
(STA. 4+43 - 7+90)

BUILDING
FACE VARIES FACE VARIES

46 -85 \ . ) o 5.8

CONC PARKING LA i~ THRU LANE THRD LANE i PARKING LANE = Cone

WALK : WALK

EXISTING CONCRETE
RETAINING WALL W/FENCE*
BUILDING FACE**

- STA 5+00 TO 6+28 RT
& 5+39T0 5472 LT
** -STA 6+28 TO 7490 RT

EXISTING
BITUMINOUS CURB

VARIES 7-10

PARKING LANE
=

VARIES 16-22'

_— =

PARKING LANE

VA
T

VARIES VARIES

5.6
CONC
WALK

INSETA
STA.5+80TO 6+85

¢
80' ROW
ROW VARIES ROW VARIES
BUILDING 40-42' g0t BUILDING
FACE VARIES FACE VARIES
B il ACE VAR
“‘SD'NBCa \ 17-20' 120 12' s 17-18'
oG PARKING LANE THRU LANE THRU LANE PARKING LANE
PROFILE
GRADE

VAR. 0.0-2.03%2
2.0%

VAR. 1.5-3.5%

(1) _STA 4445 TO 6+65
) _STA 6465 TO 7+90

BA418 OR B618 CONCRETE
CURB AND GUTTER (TYP.)
SEE SHEETS 43 -44

BUILDING FACE

6' 3-3.3'

CONC

BLVD?® ). STA 7435TO 7+63
5' GRASS BLVD

JUDD STREET
PROPOSED TYPICAL SECTION
(STA. 4+43 - 7+90)

6" CONCRETE WALK - 3F52A (TYP.)
6" CLASS 5 AGGREGATE BASE (TYP.)

2" TYPE SP 9.5 WEARING COURSE MIXTURE (3,C) (SPWEA340C)
BITUMINOUS TACK COAT
2" TYPE SP 12.5 WEARING COURSE MIXTURE (3,C) (SPWEB330C)
8" AGGREGATE BASE CLASS 5
EXISTING SUBGRADE
EXISTING
CONCRETE RETAINING WALL W/FENCE
(STA 5+00 TO 6+28 RT & 5+39 TO 5+72 LT),
BUILDING FACE (STA 6+28 TO 7490 RT),
OR 1:6 TURF BLVD (STA 4+45 TO 5+00 RT).

¢
80' ROW
a3 37

-

51! TE
et
. ) ! . ) -
PARKING LANE THRU LANE THRU LANE PARKING LANE -
CONC —
PROFILE WALK
ZsTyp, GRADE
1.5% 2.5%
= = VAR. 2.5-3.0% —15%
x3.0%,

4" TOPSOIL AND
HYDRO SEED (TYP.)

B418 OR B618 CONCRETE
CURB AND GUTTER (TYP.)

6" CONCRETE WALK - 3F52A
6" CLASS 5 AGGREGATE BASE

2" TYPE SP 9.5 WEARING COURSE MIXTURE (3,C) (SPWEA340C)
BITUMINOUS TACK COAT

SEE SHEET 44
3.5-6" EXISTING BITUMINOUS PAVEMENT (AVG 4.5") 2" TYPE SP 12.5 WEARING COURSE MIXTURE (3,C) (SPWEB330C)
EXISTING AGGREGATE BASE 8" AGGREGATE BASE CLASS 5
EXISTING SUBGRADE EXISTING SUBGRADE
JUDD STREET JUDD STREET
EXISTING TYPICAL SECTION PROPOSED TYPICAL SECTION
(STA. 7+90 - 10+10) (STA. 7+90 - 10+10)
B e S T e 2035 COUNTY ROAD D EAST Cion [T o0 |70 | CITY OF MARINE ON ST. CROIX, MINNESOTA sheer
HELT R e Tt BOLTON usimmcaste [ P
o o s aer JGH VILLAGE CENTER REVITALIZATION
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I 66' ROW 66' ROW
ROW VARIES ROW VARIES
37-39' 27-29'
I f X 1
2 2! 4-5! i cos;\lc : %5}15; ) s' 12 12! - 3 TS‘RF COG"“C
GRVL GRVL  TURF conc P SHLD =
&' 911’ SHLD 2 1 15 - SHLD  BLVD WALK WALK BLVD H THRUIANE THEULANE SHID BLVD WALKS)
«— CONC —— TURF : i e —t
e o BIT SHLD THRU LANE THRU LANE BIT SHLD S P
6TYP: 1i5% PROFILE
VARIES VARIES e - AR £ERADE
e ———— = —_

e
4" TOPSOILAND /

__________ HYDRO SEED (TYP.) P
i ) - TURF BLVD STA 0+33 TO 1+05
4 -STA0+33TO 1+14
EX AGGREGATE SHOULDERING G CONCRETEWALK=3FS2A (TXP:) (2) _STA 1414 TO 2417
() 6" CLASS 5 AGGREGATE BASE (TYP.)
618 CONGRETE 2" TYPE SP 9.5 WEARING COURSE MIXTURE (3,C) (SPWEA340C)
CURB AND GUTTER (TYP.) L BITUMINOUS TACK COAT
3.5" EXISTING BITUMINOUS PAVEMENT L 2"TYPESP 12.5 WEARING COURSE MIXTURE (3,C) (SPWEB330C)
EXISTING AGGREGATE BASE 8" AGGREGATE BASE CLASS 5
EXISTING SUBGRADE L EXISTING SUBGRADE
IMAPLE STREET MAPLE STREET
EXISTING TYPICAL SECTION PROPOSED TYPICAL SECTION
(STA. 0+33 - 2+17) (STA. 0+33 - 2+17)
¢ &
I 56-66' ROW | t 56-66' ROW
ROW VARIES ROW VARIES
15-33' 23-43'
| '
g .
2 2 31.3¢' 12
GRVL GRVL 2
SHLD 0-8' , 12 3 12' : 1-8' SHLD CR, 10.67' 11 . 7.67'
BIT SHLD THRU LANE ’ THRU LANE = BIT SHLD N THRU LANE THRU LANE SHLD
7
g, PROFILE 61y, PROFILE
Yes & 3% _ GRAD ©:
= SRADE VARIES ) 3% . GRADE 3% e
_ =%
I —
B
_____ (%) B618 CONCRETE
CURB AND GUTTER
SURMOUNTABLE
EX AGGREGATE SHOULDERING CONCRETE CURB STA3+[0-GH05
(TYP.) AND GUTTER (TYP.)
2" TYPE SP 9.5 WEARING COURSE MIXTURE (3,C) (SPWEA340C)
BITUMINOUS TACK COAT
0-2.25" EXISTING BITUMINOUS PAVEMENT L 2" TYPE SP 12.5 WEARING COURSE MIXTURE (3,C) (SPWEB330C)
EXISTING AGGREGATE BASE 8" TE BASE CLASS 5
EXISTING SUBGRADE L EXISTING SUBGRADE
MAPLE STREET MAPLE STREET
EXISTING TYPICAL SECTION PROPOSED TYPICAL SECTION
(STA. 2+17 - 4+05) (STA. 2+17 - 4+05)

e P e 2035 GOUNTY OAD DEAST 5 CITY OF MARINE ON ST. CROIX, MINNESOTA steet

o vl et BOLTON s,  |m= 4
7 Phon: ('551) 7049970 JGH VILLAGE CENTER REVITALIZATION

s e & MENK

46703
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e b, care 07/09/2020

www.bolton-menk.com

“Hi3118101 SAP 082-592-001 89




50' ROW 1
| BUILDING
" FACE VARIES
2
GRVL  0-4'
SHLD BIT SHLD 12' 12' 3-8'
THRU LANE THRU LANE = BITSHLD

PROFILE
GRADE

EX AGGREGATE SHOULDERING

3.5" EXISTING BITUMINOUS PAVEMENT
EXISTING AGGREGATE BASE
EXISTING SUBGRADE

LINDEN STREET
EXISTING TYPICAL SECTION
(STA. 0+00 - 1+81)

G
42-66' ROW any
l PROPERTY
&
| ’ conc
2 2 WALK®Y
GRVL
GRVL ) . SHLD 18'
L 10.5! 10.5 e TURF
THRU LANE THRU LANE BLVD'
VARIES
PROFILE VARIES | ——
GRADE  N\| vames L |~ —=——— [
o L———3
]
- (1) - STA 0+00 TO 1460 ONLY

(Tvp)

EXISTING REGATE BASE
————— EXISTING SUBGRADE

PARKER STREET
EXISTING TYPICAL SECTION
(STA. 0+00 - 1+60 / 3+00 - 4+80)

EX AGGREGATE SHOULDERING

1.5-4.5" EXISTING BITUMINOUS PAVEMENT

4
50' ROW
25 -
LANDSCAPING/
BUILDING
FACE VARIES
32
5
5 1 | + conC
THRU LANE [ THRU LANE ST watke
PROFILE ¥ Var SR
GRADE 3 1.5%

4" TOPSOIL AND
HYDRO SEED (TYP.)

B618 CONCRETE
CURB AND GUTTER (TYP.)

) WALK ENDS - STA 0+90
CONC BLVD - STA 0+90 TO 1+28
1:3 GRASS BLVD - STA 1428 TO 1465
(2 B418 CONCRETE CURB AND GUTTER
STA 0+40 TO 0+90

6" CONCRETE WALK - 3F52A (TYP.)
6" CLASS 5 AGGREGATE BASE (TYP.)

2" TYPE SP 9.5 WEARING COURSE MIXTURE (3,C) (SPWEA340C)
BITUMINOUS TACK COAT

2" TYPE SP 12.5 WEARING COURSE MIXTURE (3,C) (SPWEB330C)
8" AGGREGATE BASE CLASS 5

t——————————— EXISTING SUBGRADE

LINDEN STREET
PROPOSED TYPICAL SECTION
(STA. 0+00 - 1+81)

'Y
ROW VARIES Y
ROW VARIES ROW VARIES PROPERTY
36-44' 0-56'
f 24'} 28" |
10-12' 12 Y
THRU LANE THRU LANE
PROFILE
2.5 SRADE 2R
=

4" TOPSOIL AND y
HYDRO SEED (TYP.)

B618 CONCRETE
CURB AND GUTTER (TYP.)

1 1 I e

6" CONCRETE WALK - 3F52A (TYP.)
6" CLASS 5 AGGREGATE BASE (TYP.)

2" TYPE SP 9.5 WEARING COURSE MIXTURE (3,C) (SPWEA340C)
BITUMINOUS TACK COAT
2" TYPE SP 12.5 WEARING COURSE MIXTURE (3,C) (SPWEB330C)

8" \TE BASE CLASS 5
EXISTING SUBGRADE

PARKER STREET
PROPOSED TYPICAL SECTION
(STA. 0+00 - 1+25)
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66' ROW ary
’ PROPERTY
|
2
GRVL
SHLD, 10.5' i 10.5 s 415"
THRU LANE il HRU LANE PARKING LANE
|
PROFILE <_\/_,'-‘»\LIES
GRADE X -l. VARIES

1.5-4.5" EXISTING BITUMINOUS PAVEMENT
EXISTING AGGREGATE BASE
EXISTING SUBGRADE

PARKER STREET
EXISTING TYPICAL SECTION
(STA. 1+60 - 3+00)

4" TOPSOIL AND

EX AGGREGATE SHOULDERING
(Tvp.)

T
ROW VARIES §
! cITY
daeh PROPERTY
ROW VARIES ROW VARIES
42-60' 0-6'
63.67'
20' 12' 12 ) 2
PARKING LANE THRU LANE THRU LANE PARKING LANE ————————
PROFILE
GRADE 3.0% 1.5% 16
3.0% —— =
—

() - PARKING LANE ENDS STA 2+98

4" TYPE SP 9.5 WEARING COURSE MIXTURE (3,C) (SPWEA340C)
8" CLASS 5 AGGREGATE BASE

BITUMINOUS DRIVEWAY SECTION

8" CONCRETE - 3F52A
6" CLASS 5 AGGREGATE BASE

CONCRETE DRIVEWAY SECTION

H:\MOSC\N13118101\CAD\CID\118101-C101.dwp: 7/2/2020 11:08:15 AM

HYDRO SEED (TYP.)
SURMOUNTABLE
" CONCRETE CURB
2" TYPE SP 9.5 WEARING COURSE MIXTURE (3,C) (SPWEA340C,
B618 CONCRETE el ) AND GUTTER
CURB AND GUTTER BITUMINOUS TACK COAT
2" TYPE SP 12.5 WEARING COURSE MIXTURE (3,C) (SPWEB330C)
8" AGGREGATE BASE CLASS 5
EXISTING SUBGRADE
PARKER STREET
PROPOSED TYPICAL SECTION
(STA. 1425 - 3+33)
. = N e —
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